Open Xenium 


Open Xenium Install Guide V1.0-1.5 
This guide is not intended to teach you to solder or hone other skills which may be needed for a 
successful installation. This guide will simply give you a path to follow while installing your 
OpenXenium Mod chip. 
OpenXenium is an Open Source Software / Hardware project. 
The project and license information can be found at 
https://github.com/Ryzee119/OpenXenium 
Credit is to be given to the folks who spent many hours creating these projects, they may, or may not 
accept donations, and that status may change over time. If so, please consider making a donation via 
information found within the project repositories. 


This document and photos were assembled by KingLuxor and xbmcmodsforxbox you may distribute this 
document freely and 


in modified form, with the exception that no changes may be made to this page (page 1), with 
exception that it may be modified to reflect future contributors to this document. Information on this 
page may be updated but may not be removed. Any modifications to this document also must not 


violate the license of any open source project referenced within this document. 


What you will need for this installation. 


OpenXenium Mod chip, male pin header, 1 small wire 





On the bottom side of the console, there are 6 screws you will need to remove. A Torx T20 is the proper 


size bit to use for these screws. Two screws are under the labels and 4 are under the rubber feet. 
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Cut or peel back the stickers to expose the screw heads, peel the rubber feet from the outer edge of the 


console just enough to expose the screw heads. 
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Remove the three screws holding the drives in place, a Torx T10 is the proper bit to use for these 
screws. Then disconnect the drive cables and remove the drives and trays from the console, also 


disconnect all cables connected to the motherboard. 





Remove the screws from the motherboard so that you can removed the entire board for the work we are 
going to be doing, these screws are the same as the three which were removed from the drive trays. 
Next, place the male pin header into the LPC debug port, pay close attention and make sure to align it 


properly and please remove the pins that are marked with blue. 
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Use a small amount of tape to secure it in place while we flip the board upside down. 
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Now solder a wire too your dO on your modchip like so 
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Now this step is very important you will need too know what version of xbox you have too solder the DO point 
onto the motherboard. 





alteritive points on the bottom. 
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once you have that done you may boot your console ENJOY!! 


